CAM2 Q Demo Quick Tool Loading Instructions
The following instructions are for the loading of the new CAM2 Q Demo tool onto your computer. 
1. Place Demo Quick Tool.fcd , Demo Quick Tool –Tracker.fcd and Old Demo Part Q.x_t files in the following folder location. (C:\Documents and Settings\user\My Documents\CAM2 Q)
a. Open you’re “My Documents” folder and then open the CAM2Q folder.
	
2. Place the Demo quick tool.repx file in the listed location.  (C:\Documents and Settings\user\My Documents\CAM2 Q\Templates\Reporting).
a. Go to My Documents  >  CAM2Q  >  Templates  >  Reporting.

3. To access the tool :
a. Open Cam2 Q
b. Go to File > Open and Select desired tool.
i. The file will load with CAD and complete set of measurement data. 
c. Make sure Quick Tools panel is open and click on push pin to lock it.
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d. Click on the Green arrow to start the tool.
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Tips for running and showing this tool
1. Once tool has been started, resize the measurement window to full screen. 
a. The tool will start with a point, this allows for the instructions picture to show. Hit front button then back to start.
2. Turn off the X, Y, Z and Form readings from measurement window.
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3. When running the tracker tool, the change adapter prompts will show like comments. Left click on the “OK” tab or hit enter to proceed.
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